
SUBMERSIBLE SUMP PUMPS BEST 2-5
PERFORMANCE CURVE 50Hz

203

EBARA PUMPS EUROPE S.p.A.

Rev. H

BEST 2 (0.55 kW) – impeller diameter = 112 mm

Rotation speed 2800 min
-1

Test standard: ISO 9906 – Annex A

 

 

 



SUBMERSIBLE SUMP PUMPS BEST 2-5
PERFORMANCE CURVE 50Hz

204

EBARA PUMPS EUROPE S.p.A.

Rev. H

BEST 3 (0.75 kW) – impeller diameter = 120 mm

Rotation speed 2800 min-1

Test standard: ISO 9906 – Annex A

 

 

 



SUBMERSIBLE SUMP PUMPS BEST 2-5
PERFORMANCE CURVE 50Hz

205

EBARA PUMPS EUROPE S.p.A.

Rev. H

BEST 4 (1.1 kW) – impeller diameter = 125 mm

Rotation speed 2800 min
-1

Test standard: ISO 9906 – Annex A

 

 

 



SUBMERSIBLE SUMP PUMPS BEST 2-5
PERFORMANCE CURVE 50Hz

206

EBARA PUMPS EUROPE S.p.A.

Rev. H

BEST 5 (1.5 kW) – impeller diameter = 125 mm

Rotation speed 2800 min-1

Test standard: ISO 9906 – Annex A

 

 

 


